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26  |  D.C. motors with transmission

Family features:
 E Double-Hall sensor available

 E Degree of protection: IP 23

 E Operation mode: S2/S3

 E Direction of rotation: CCW/CW
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W A rpm Nm Nm Hall

24 V

F 006 B20 410 20.8 3.75 55 5 32 88:1 2x R D1 W2 S1 C1 P1

F 006 B20 411 20.8 3.75 55 5 32 88:1 No R D1 W1 S1 C2 P1

F 006 B20 412 20.8 3.75 55 5 32 88:1 2x L D2 W2 S1 C1 P1

F 006 B20 413 20.8 3.75 55 5 32 88:1 No L D2 W1 S1 C2 P1

*Gear housing left: L, gear housing right: R

31±0.3

≤130

≤32

3x120°

Ø50.8 ±0.2

≤Ø59.5

≤38

31±0.3

≤130

≤32

3x
12

0°

Ø50.8
±0.2

≤Ø59.5

≤38



2017 | 2018 Bosch Automotive Aftermarket

D.C. motors with transmission  |  27

0 5 1510 25 3020 35
0 0

10

50

40

30

20

60 50

40

30

20

10

70 60

Torque (Nm)

S
p

ee
d

 (
rp

m
)

C
ur

re
nt

 (
A

)
P

ow
er

 (
W

)

CHP3

S1

C1

Housing: TE 18098
Locker: –
Terminal: TE160859-1
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